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Mary Trudeau, Environmental Monitor
Site inspection on August 23, 2013

Weather over the past seven days has been warm with insignificant rain events. The
following chart shows the recent rain events in Westford, Massachusetts for the month of
August 2013:
August 1, 2013
August 2, 2013
August 3, 2013
August 9, 2013
August 13, 2013
August 17, 2013

(0.01 inches)
(0.19 inches)
(0.01 inches)
(0.45 inches)
(0.22 inches)
(0.01 inches)

Work has commenced on the installation of erosion and sedimentation controls;
establishment of staging areas; signage and roadway marking; and the cutting of several
trees from the location of the proposed storm water mitigation area. Earthwork this week
has included abandonment of a drainage structure within Littleton Road; installation of
drain line; and the removal of organics from within a proposed area of road widening.
The erosion and sedimentation controls remain intact. At the time of my visit, the
contractor was completing the installation of a stoned riprap outfall at the edge of the
wetlands along the northern edge of Littleton Road. The erosion controls were being
reset, above the work area, and below the curb. The following photos show this work:
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I inspected the remainder of the erosion control barrier, noted some additional staking,
but no obvious defects or damage to the line. The following photos show some of this
protective barrier:

Based on my inspection on August 23, 2013, I believe that the erosion control
installation is in accordance with the SWPPP prepared for the project.
Work this week included cutting of pavement, and trenching to install drain line. The
following photos show some of this activity within the paved right of way:
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Work to allow for the widening of the road has also begun. Organics have been
removed, and fill materials brought onto the work area:

Existing drainage structures have been abandoned, or have a sack liner installed, as
shown below:
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Staging of materials is being done from the shoulder of the roadway, and all equipment
is being stored in non- jurisdictional areas. At the time of my inspection, the contractor
was establishing staging areas along the northern shoulder of Littleton Road:

While there has been no excavation or grading associated with the stormwater
management area to the west of the McDonalds parking lot, the contractor did cut the
trees from within the locus of the proposed stormwater management area Trees were
cut, slash and branches chipped, and the trunks hauled from the site. The Conservation
Agent has requested that the remaining brush and slash be hauled from the site, and not
left at the edge of the wetland. The following photos show this work area:
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Wood chips were left on the surface of the work area, and will likely be used by the
contractor for erosion and sedimentation control:

Based on my inspection on August 23, 2013, I have several suggestions for the
contractor.
1.

Hand sweeping of the work area should continue as each section of
drainage trench is completed. I noted brooms on site and observed ongoing
sweeping:

2. Stockpiles of catch basin liners should be kept on site to allow for inlet
protection activities as activity within the Right of Way continues.
At my site visit on August 23, 2013, I did not observe any failures of the erosion and
sedimentation controls, and BMP’s appeared to be followed within the work area.

Mary Trudeau, August 18, 2013
Environmental Monitor for EH Perkins Construction
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